KAI-S-38 ANCHOR ISOLATOR ASSEMBLY

STEEL TRACK BASE PLATE
WALLMAT (BY KNC)
ACOUSTIC SEALANT

KAI-S-38 ANCHOR ISOLATOR ASSEMBLY (BY KNC)

STEEL TRACK TOP PLATE
WALLMAT (BY KNC)
ACOUSTIC SEALANT

KAI-S-38 NOTES:
- TYPICALLY LOCATED 16" (406) OR 24" (610) ON CENTER; CONSULT LOCAL BUILDING CODE FOR SPECIFIC REQUIREMENTS.
- REQUIRES DRILLING 7/8" (22) DIA. HOLE THROUGH TRACK CHANNEL AND WALLMAT TO SEAT GROMMET
- ACCEPTS 3/8" (9.6) ANCHORS (BY OTHERS); FOLLOW ANCHOR MANUFACTURER'S INSTALLATION GUIDELINES.
- STEEL SPACER PREVENTS OVERTIGHTENING

DIMENSION FORMAT: IN [mm]  SCALE: NTS

STEEL TRACK PARTITION ISOLATION USING WALLMAT AND KAI-S-38 ANCHOR ISOLATOR

Revised 1/11/2019  Drawing No. AA002018  kineticsnoise.com/wallmat