WALL HUNG DIFFUSER PANEL
INSTALLATION INSTRUCTIONS

1. Each panel to be hung requires the following KINETICS-supplied attachment materials:
   A. (2) Z-CLIPS
   B. BOTTOM ALUMINUM ANGLE (OPTIONAL)

2. The panel will hang on the Z-clip which is installed on the wall per detail 'A'.

3. Set the diffuser panel against the wall over the Z-clip and slide it down until the clip is engaged. The panel should be secure with all 4 edges flush to the wall.

4. The bottom aluminum angle (shipped loose) may be mounted to the wall then secured to the bottom edge of the panel via screws (this step is optional).

DIFFUSER PANEL (BACK VIEW)

3/8" from top of clip to top of panel

OPTIONAL BOTTOM ANGLE
DIFFUSER OUTLINE
DETAIL 'A'

TOP EDGE AS INSTALLED
1/4" TYP

ANGLE BRACKET
(KNC INSTALLED)

Z-CLIP MOUNTED TO WALL
DIFFUSER PANEL
WALL LINE
BOTTOM ANGLE BRACKET
(MOUNTED TO WALL)

TOP
PRE-MOUNTED
TOP ANGLE BRACKET

SCREWS (BY OTHERS)

Z-CLIP PART #1104005