
RD MOUNT

S-I UNITS (mm AND kg)

TYPE L W A B C D E H

RDA-55/125 81 46 32 8 60 9 33 38

RDB-120/375 98 60 44 10 76 9 38 44

RDC-250/1100 140 83 64 13 105 14 57 64

RDD-2250/4000 159 117 95 13 127 14 60 70

STANDARD RATINGS

TYPE SIZE

DURO

COLOR

RATED

SHORE A LOAD DEFL.

RDA 55 50 YELLOW 25 10

RDA 125 70 BLUE 57 10

RDB 120 45 ORANGE 54 13

RDB 220 55 GREEN 100 13

RDB 375 65 BLUE 170 13

RDC 250 55 YELLOW 113 13

RDC 600 60 BLUE 272 13

RDC 1100 70 WHITE 499 13

* RDD 2250 50 RED 1021 13

* RDD 3000 60 GREEN 1361 13

* RDD 4000 70 GRAY 1814 13

NOTES:

· RD MOUNTS HAVE TOP AND BOTTOM STEEL LOAD PLATES

   CAST INTO THE ELASTOMER.

· ITEMS MARKED (*) HAVE RECTANGULAR BASE PLATE.

· RD COLOR REFERS TO A COLOR MARK LOCATED ON THE TOP OR SIDE OF THE MOUNT.
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B - N.C. THREADED HOLE

COLOR CODE TO BE LOCATED

ON SIDE OR TOP OF MOUNT.

D - DIA. HOLES
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KINETICS NOISE CONTROL, INC

6300 IRELAN PL,

 DUBLIN, OH 43017 USA

Ph: 614 889-0480, Fax: 614 889-0540

www.kineticsnoise.com

KINETICS
Noise Control

Model:

Vibration Isolation and Seismic Control Manufacturers Association
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