
NOTES:

ITEMS MARKED (*) HAVE RECTANGULAR

BASE PLATE

RD MOUNT W/ LEVELING BOLT

IP UNITS (INCHES AND POUNDS)

TYPE L W A B C D E F H

RDA-55/125 3.19 1.81 1.25 0.31 2.38 0.34 0.19 1.50 2.63

RDB-120/375 3.88 2.38 1.75 0.38 3.00 0.34 0.25 1.75 3.00

RDC-250/1100 5.50 3.25 2.50 0.50 4.13 0.56 0.25 2.50 4.00

RDD-2250/4000 6.25 4.63 3.75 0.50 5.00 0.56 0.38 2.75 4.25

STANDARD RATINGS

TYPE SIZE COLOR

RATED

LOAD DEFL.

RDA 55 YELLOW 55 0.40

RDA 125 BLUE 125 0.40

RDB 120 ORANGE 120 0.50

RDB 220 GREEN 220 0.50

RDB 375 BLUE 375 0.50

RDC 250 YELLOW 250 0.50

RDC 600 BLUE 600 0.50

RDC 1100 WHITE 1100 0.50

* RDD 2250 RED 2250 0.50

* RDD 3000 GREEN 3000 0.50

* RDD 4000 GRAY 4000 0.50
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KINETICS
Noise Control

Model:

Vibration Isolation and Seismic Control Manufacturers Association
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