
RDS MOUNT

IP UNITS (INCHES AND POUNDS)

TYPE A B C D H L T W

RDAS-55/125 0.50 4.50 0.31 0.44 2.75 5.50 0.19 2.00

RDBS-120/375 0.50 5.00 0.38 0.44 3.00 6.00 0.19 2.50

RDCS-250/1100 0.50 7.00 0.50 0.56 4.25 8.00 0.25 4.00

RDDS-2200 0.50 7.00 0.88 0.56 5.18 8.00 0.50 4.00

STANDARD RATINGS

RESTRAINT

CAPACITY

TYPE SIZE

DURO

COLOR

RATED

SHORE A LOAD DEFL. HOR. VER. COMB.

RDAS 55 50 YELLOW 55 0.40 370 481 341

RDAS 125 70 BLUE 125 0.40 370 481 341

RDBS 120 45 ORANGE 120 0.50 637 520 413

RDBS 220 55 GREEN 220 0.50 637 520 413

RDBS 375 65 BLUE 375 0.50 637 520 413

RDCS 250 55 YELLOW 250 0.50 1185 1923 1069

RDCS 600 60 BLUE 600 0.50 1185 1923 1069

RDCS 1100 70 WHITE 1100 0.50 1185 1923 1069

RDDS 2200 90 PINK 2200 0.52 3982 1923 3561

SPECIFICATIONS:

· VERTICALLY AND LATERALLY RESTRAINED NEOPRENE ISOLATOR WITH CONSTANT

   FREE AND OPERATING HEIGHT AND REPLACEABLE NEOPRENE SNUBBING ELEMENTS.

· 0.25 IN NOMINAL CLEARANCE IN SNUBBING ELEMENTS.

· MINIMUM OVERLOAD OF 50%.

· PAINTED OR POWDER COATED HOUSINGS.
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KINETICS NOISE CONTROL, INC

6300 IRELAN PL,

 DUBLIN, OH 43017 USA

Ph: 614 889-0480, Fax: 614 889-0540

www.kineticsnoise.com
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